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76 Unoba EP Grease is a multipurpose extreme
pressure lithium soap grease designed for use in
a wide variety of industrial and automotive
applications. It is recommended for use in most
plain and rolling element bearings and gears in
general purpose industrial applications. It provides
good rust and corrosion protection and antiwear
properties, and has good resistance to oxidation,
mechanical breakdown, and water washout.
76 Unoba EP Grease is available in five grades.
The NLGI 0, 1, and 2 grades contain an SAE 40
viscosity base oil. The NLGI 00 and 3 grades
contain heavier viscosity base oils. The semifluid
grades may be used as gear lubricants in gear
boxes where oil leakage is a problem.
TYPICAL APPLICATIONS
Industrial applications where temperatures and

loads are moderate, including all types of

bearings and most gears.

Plain and rolling element bearings operating in

unfavorable conditions involving moisture and/or

moderately high temperatures.

Rolling element bearings in fans, blowers, and

centrifugal pumps.

Chassis parts, wheel bearings, and water pumps

on automotive and other mobile equipment.

General purpose lubrication requiring a good

quality extreme pressure grease.

Semifluid grades: underground mine pressure

gear systems, leaking enclosed gear cases, track

rollers, commercial lawn mowers, crushers, and

vibrating screens.

Issued by

76 Lubricants Company

3525 Hyland Avenue

Costa Mesa, CA 92626
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Product Application Sheet
76 Unoba EP Grease
OUTSTANDING FEATURES
♦Multipurpose grease for use in a wide variety
of applications

♦Extreme pressure and antiwear properties for
protection against heavy or shock loading

♦Good oxidation resistance
♦Good rust and corrosion protection
♦Good shear stability
♦Good water washout resistance
♦45-50 lb. Timken OK Load rating
♦Suitable for use in centralized lubrication
systems

♦Available in NLGI grades 00 through 3
Replaces Issue

1297

MULTIPURPOSE LITHIUM GREASE
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DESCRIPTION
76 Unoba EP Grease is formulated with high

quality paraffinic base oils, lithium 12-hydroxy-

stearate soap, and selected additives. It has good

natural oxidation stability enhanced by effective

oxidation inhibitors. Additional inhibitors protect

metal parts from rust and corrosion. Extreme

pressure and antiwear additives provide high

load-carrying ability and protection against wear.

This grease passes a 45-50 pound Timken OK

Load test.
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76 Unoba EP Grease has good stability at

moderately high temperatures, permitting its use

at operating temperatures in the 200-300

o

F range.

It has good resistance to structural breakdown and

will not soften excessively during high speed

operation in rolling element bearings. This grease
forms a good seal to help minimize bearing

contamination and is resistant to water washout.

TYPICAL INSPECTION TESTS:
Grade, NLGI ............................................................ 00

0

1

2

3

Product Code ..................................................... 54470

54480

54540

54550

54560

Density, lbs/gal ...................................................... 7.36

7.39

7.42

7.47

7.48

Color .................................................................. Green

Green

Green

Green

Green

Dropping Point, ASTM, 

o

C (

o

F) ..................... 182 (360)

185 (365)

190 (375)

190 (375) 190 (375)

Penetration @ 25

o

C (77

o

F),

ASTM Worked .................................................. 415

370

325

280

235

Texture ............................................................ Smooth

Buttery

Buttery

Buttery

Buttery

Thickener, Lithium, wt % ......................................... 1.3

4.1

6.0

8.3

9.8

Oxidation Stability, ASTM D942,

100 hrs, kPa (psi) ....................................... 34.5 (5)

34.5 (5)

34.5 (5)

34.5 (5)

34.5 (5)

Rust Prevention, ASTM D1743 ............................ Pass

Pass

Pass

Pass

Pass

Timken OK Load, lbs ............................................... 45

50

50

50

50

Base Oil Data

Viscosity

cSt @ 40

o

C .................................................. 231

142

142

142

345

cSt @ 100

o

C ............................................... 18.6

13.2

13.2

13.2

23.2

SUS @ 100

o

F ........................................... 1,220

750

750

750

1,850

SUS @ 210

o

F ................................................ 95

73

73

73

116

Viscosity Index .................................................... 90

85

85

85

84

Flash Point, COC, 

o

C (

o

F) ....................... 238 (460)

244 (470)

244 (470)

244 (470) 260 (500)

