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COAST HEAVY DUTY ASHLESS ENGINE OIL

Coast ashless series of products are natural gas engine oils formulated with a balanced  additive system that provides excellent protection against intake auto exhaust port deposites in applications that require ashless chemistry.

TYPICAL TEST DATA

	GRADE
	30
	40



	APPEARANCE
	Dark Pale
	Dark Pale

	GRAVITY API
	28.8
	28.1

	FLASH COC, (F ((C)
	490
	495

	POUR PT °F
	5
	5

	VISCOSITY CST AT 40(c
	110
	154

	     CST AT 100(c
	11.6
	14

	     SUS AT 100(F
	575
	817

	     SUS AT 210(F
	67
	77

	SULFATED ASH WT% BELOW
	.02 MAX
	.02 MAX

	ZINC, PPM, MAX
	<10
	<10

	
	
	

	
	
	


APPLICATIONS:  Recommended for all two-cycle and four cycle natural gas engines where the manufacturer requires ashless chemistry. This product should be used to provide a cleaner combustion area and extend spark plug life. Product not for API automotive use.
 

DISPOSAL:  Used oil must be handled with caution and should be sent for recycling.

MATERIAL SAFETY DATA SHEETS AVAILABLE BY CALLING: 408-252-7720
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