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COAST NON-DETERGENT MOTOR OIL
Coast Non-detergent motor oils feature paraffin base stocks blended for general purpose use.  Economically priced for older cars in light service; can be used in light service hydraulic systems.

TYPICAL TEST DATA
	SAE OR GRADE
	10
	20
	30
	40
	50

	APPEARANCE
	LT. TAN
	LT. TAN
	STRAW
	STRAW
	STRAW

	GRAVITY API
	31
	31.2
	30
	29.1
	28.6

	FLASH COC, °F
	385
	420
	440
	450
	460

	POUR PT, °F
	-10
	-5
	0
	+10
	+15

	VISCOSITY
	
	
	
	
	

	    SUS AT 100°F
	200
	350
	605
	725
	1180

	    SUS AT 210°F
	47
	56
	69
	75
	95

	    CP AT -20C
	N/A
	N/A
	N/A
	N/A
	N/A

	    CP AT -10C
	
	
	
	
	

	VISCOSITY INDEX
	106
	100
	97
	95
	93


APPLICATIONS:  For engines operating under light duty service that do not require detergent or heavy duty oil.  It is recommended where excessive oil leakage occurs.  Also recommended for use in engines without hydraulic valve lifters where oil consumption is excessive.  Good lubricant for general purpose use.  Does not meet requirements for any modern engines.





API-SA, SB
MATERIAL SAFETY DATA SHEETS AVAILABLE BY CALLING: 408-252-7720
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